Sensors International


Hall Effect Switch

Series SI-1500-10TB

[image: image1.png]



Features

· On-board current amplifiers accommodate currents of up to 2 Amps at 12 Volts

· Requires magnetic target

· Rugged: Steady state humidity operation: 95% RH with condensation

· Operational temperature range: 
-25ºC to 125ºC
· Vibration: 15G, 10-2000 Hz
Benefits
· Sensors do not require direct contact

· High reliability and accurate outputs

Description

The SI-1500 series hall effect switch is built for rugged industrial use.  Wire

Operation

Requires an external magnet for operation.  The sensor can be configured for use with a stationary magnet or fixed magnet.  When magnet is fixed, the sensor detects a change in the magnetic field as a result of a moving ferrous target.

Typical Applications

· Robotics control

· Valve positioning


Technical Specifications

	INPUT VOLTAGE, Vcc:
	+4.5 to 24 VDC

	INPUT CURRENT, Icc:
	10 mA MAX, OUTPUT OPEN

	OUTPUT SIGNAL, Isink:
	25 mA MAX,

	OUTPUT SATURATION VOLTAGE:
	0.4V MAX

	OPERATING FREQUENCY:
	0-12KHz

	OUTPUT SIGNAL:
	OPEN COLLECTOR WITH 2.2K OHM INTERNAL RESISTOR

	TARGET:
	“S” MAGNETIC POLE WITH 180 GUASS AT FACE

	OPERATING TEMERATURE RANGE:
	-20ºC TO +150ºC

	VIBRATION:
	15G, 10-2000Hz

	DIELECTRIC STRENGTH:
	150 VRMS

	HUMIDITY:
	95% RH WITH CONDENSATION


Ordering Information

Part Number: 
SI-1500-20TB

WARNING�Misuse of Documentation


The information provided here is for reference only.  Refer to the documentation provided with the product for additional information about installation and proper usage.





� EMBED Unknown  ���   








_1109421016

